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I. Overview INP Series Intelligent PDU

INP (INP Series Intelligent PDU) - Professional network remote monitoring and management of power

distribution unit which is the latest scientific achievement of technology after many years of dedicated

research. On the trend of future power distribution management technology development, combining the

technology requirement of the modem data center application environment, adopting key technology with fully

independent intellectual property, the latest NPM is designed in combination of network communication, power

distribution and accurate measurement of energy consumption.

INP Series Intelligent PDU meets 380V, 220V and 110V of AC system. Customers need to confirm the power

supply system and then select the corresponding product.

INP divided into two types:

1. Only monitoring the parameters of the input power supply (Current, Voltage, Power, Power Factor, Energy

etc.)

2. Monitoring the power supply and output power supply (Current, Voltage, Power, Power Factor, Energy

etc.). And control ON/OFF of the output unit.

Customers to sign contracts to be confirmed before the functional requirements which to avoid demand

uncertainty leads to product selection problems.
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II. Main Functions

1. Monitoring Function: LCD view the total Voltage, total Power, total Electrical Energy, Power Factor, Load

Current of each output unit, ON/OFF state of each output unit, Temperature/Humidity state, Smoke state,

Water Logging state, Access Control state.(Various types of sensors are optional accessories, )

Control Function: Control ON/OFF switch of output unit. Sequentially ON/OFF setting of the delay time

interval of output unit.

2.

3.

4.

Original State: The original state of the output unit and maintain when reboot.

Custom Alarm: When the total load current exceeds its threshold, load current of each output unit exceeds its

threshold, and Temperature/Humidity exceeds its threshold.

5.

6.

System Default Alarm: When the total load current exceeds the rated value, Load current of each output unit

exceeds the rated value, Smoke occurs, Flooding occurs and Access Open.

Multiple Alarms Method: Buzzer beeps. Font color to red when view work state. E-mail is automatically

sent to the system administrator. SNMP send Trap alarm information.

7.

8.

Cascade Connection：Device supports cascading. Cascade up to 4pcs, total is 5pcs which include host.

User Management: User Permissions setup. (The new user is assigned a different user groups, users have the

same user group permissions, user group permissions edit User Setup, Device Setup, User Management,

System Upgrade, Output Unit Switch Control, etc.)

9. Access Method: By IE access and SNMP (V1/V2c/V3) through standard network management workstation

access.

10. The device supports multi-user operating system and software upgrade.

11. The device has Firewall capability.

12. The device provides secondary development interface: SMTP (V1/V2c/V3), network program (Telnet);

serial interface consoles.
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III. Sphere of Application:

INP Series Intelligent PDU:

1.

2.

The vertical series product is suitable for the server cabinet, network cabinet, etc.

The vertical series product optional number of output unit and standard of the output socket according to

customer demand.

3. Vertical series products comply with the RoHS requirements. It applies to 110V AC/32A (16A), 220V AC/32A

(16A), 380V AC power supply which meet the needs of customers in different regions of the world.
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IV. Product Schematic

1、LCD DISPLAY：LCD screen

2、RUN：Running Indicator

3、1600imp/KWh：Electric Energy Pulse Indicator

4、UP：Page UP button

5、DOWN：Page DOWN button

6、DOWN LOAD：Software download button

7、WIFI：WIFI interface

8、NET：10/100M Ethernet Interface

9﹑SER：Serial Port

10、IN：When devices are cascaded, the port contact to the OUT port of the next device.

11、OUT：Slave port, the port connect to the IN port of the previous device.

12、SI-1：Temperature and Humidity sensors.

13、SI-2：2ways Door access control sensor.

14、SI-3：Sensor Interface 01, it is used to connect the smoke sensors, flood sensors, and other types of sensor

switch.

15、SI-4：Sensor Interface 02, it is used to connect the smoke sensors, flood sensors, and other types of sensor

switch

16、SI-5：Digital Signal Output01, it is used to control of trigger the Output Switching Variable ( not be used to
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trigger the device's power supply directly, or may damage the PDU device).

17、SI-6：Digital Signal Output02, it is used to control of trigger the Output Switching Variable ( not be used to

trigger the device's power supply directly, or may damage the PDU device).

V. Installation Method

Vertical installation.
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VI. Hardware Instruction

1. Device system initialization

The LCD screen will light after the device is powered. And displays the following information:

INP

Version：1.0.3

192.168.1.192

Work mode：M

Note: This information will be slight differences in the emergence of different models based on device.

Version：1.0.3 is the version of the device.

192.168.1.192 which is the IP address of the device.

Work mode：M, the word "M" is "Master" represents the host. Slave1 represents the First Slave. (1-9 indicates the

slave number)

The above information is the device initialization information, but also LCD display home information.

2. Device system information view

By DOWN button (Page down) and UP button (Page Up) to achieve page flip. The 2nd page displays the

following information:

Input：

I1：0.0V U1：220V

U2：220V

U3：220V

I2：0.0V

I3：0.0V

Note: The information is 3-Phase device information. U：220V represents the Total Voltage of the device. I：

00.0A represents the Total Current of the device.

Press the DOWN button (Page down), the 3rd page of the Temperature/Humidity display:

Power Factor：

PF1：1.00

PF2：1.00

PF3：1.00

Note: The information is 3-Phase device information. PF1:1.00 represents Power Factor (No loading status is

1.00).

Press the DOWN button (Page down), the 4th page to home page of Power display:
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Power：

P1：100W

P2：0W

P3：0W

Note: The information is 3-Phase device information. P1:100W represents Power.

Press DOWN button (Page Down), the 4th page to home page of Energy display:

E1：10 KWh

E2：0 kWh

E3：0 kWh

Note: UP button (Page up), previous view of the Device System information.

3. Unit current, total current and overload monitoring:

3.1、Monitor each of the output load current. If the load current exceeds the threshold of output unit, LCD

automatic light, and automatically jump to the current interface, the current value of the output unit flashes.

3.2、If the total load current exceeds the threshold setting, the buzzer sounded the alarm buzzer.

4.

5.

RESET：

Touch & hold “RESET” Key for about 6 seconds.

Note: Please reconfigure sequential time of output unit after reset.

Master – Slave setup:

View and set the master and slave state in the Web interface. If the current host, the corresponding position of

the LCD screen display "M / S: Master". If the current，The fixed position display "M / S: Slave 1"(Expressed as a

slave 1 ......)

6. Cascade Connection Mode:

Serial Cascade Connection schematic：

Host Slave1

IN

Slave2

IN

Slave3

IN

Slave4

IN
Network cable/LAN cable

NET

OUT OUT OUT OUT OUT
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1 2 3 4 5

6.1、User set one Host, others is Slav. Cascade Connection supports up to 4 Slaves, that means total is 5

Devices (include the Master host).

Cascade Connection Operation：

a. As shown in the Serial Cascade Connection schematic, user use Cascading cable to cascaded devices

together.

b. Login Web Access Control Interface of each device, configure the appropriate master - slave machines in

the "Work Mode" of "Device Management" option.

6.2、 Cascading cable to connect the host "OUT" port and the other end of the Cascading cable to connect the

First Slave "IN" port. Then use another Cascading cable to connect the First Slave "OUT" port and the other end of

the Cascading cable to connect the Second Slave "IN" port. Sequentially connected every Slave, as schematically.

6.3、 Monitoring and control device via Web browser or other management systems.

Note: 1. System is operating normally, the screen will display properly after about 10s.

2. Sequential power keeps the interval at around 30 seconds：Do not frequent power the device on and off

in order to avoid damage to the equipment.
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VII. Software Instruction

1. INP Software Perspective

Each INP interior contains a separate embedded software system, the system provides Web server、SNMP、

telnet、SMTP、NTP and other Internet services. Users access the device via browser or monitoring system, and

provide a wide range of secondary development and integration interface. Monitoring device makes it easy for

users.

2. Access Method

Users be accessed by Web (Compatible with Internet Explorer, Google Chrome and other Mainstream

browsers. It also with Wifi Capability, Smart phones, tablet computer and other mobile devices easily access)

SNMP Monitor, Control(contain SNMP－V3), Network CMD Monitor (Telnet), Serial Interface console access.

Open browser and enter the IP address of the device in the address bar, “User Login” window will pop up. As

shown in figure 2-1(Mobile phones and other mobile terminals login screen too)：

Figure 2-1

The user name and password authentication (System default username/password: admin/admin) Log in and enter

the input power monitoring under the power interface. As shown in figure 2-2：
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Main Menu

Submenu

L1 way
State

L2 way
State

Figure 2-2

Interface consists of three main parts: the Main Menu, Submenu and Status Information.

Main Menu: including the company Logo and navigation menu.

Submenus: detailed functions corresponding main menu.

Status Information：There are single phase and three-phase selection based on configuration information,

which include voltage, current, power, power factor , input frequency, energy accumulation and other information.

3. Power Monitoring Description

3.1. Basic set of input power：

a.

b.

Set each phase current and voltage threshold, fill the thresholds in the input box, and then click Setting

button.

When the actual voltage or current exceeds the threshold, Voltage and Current are displayed in red and

send an alarm message and alarm sound.

3.2. Socket Status：

a. Click to “ON” or “OFF” button for each branch circuit which control the circuit to open or close

(Separate circuit is turned on or off in real-time operation).

b. Control Circuit open or closed which also use the "All ON" and "All OFF" button. Click "ALL ON"

button, the interval time of all circuits sequentially open is 1s, until all circuits open. If a new switch control

command is sent which will break the previous control command and execute the most current control

command.

c. Setting : Click each circuit the "Options" button to open the way for the current output parameter settings

page, which provides the "Power Settings", "Task Scheduler", "Temperature Monitoring", "Humidity
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Monitoring ," " Ultralimit Notice ", "Parameter Copy". As shown in figure 3.2-1

Figure 3.2-1

Power Options：Socket Name, Minimum Load Current(A), Maximum Load Current(A), Ultralimit Action.

a. Outlet Name：Modify the name of each outlet, click “Save” after you modify. Successfully set.

b. Minimum Load Current(A): Set the Minimum Load Current value.

c. Maximum Load Current(A): Set the Maximum Load Current value.

d. Ultralimit Action: Define the action after activate Ultralimit, here provide 2 options which are "NONE"

and "OFF". (NONE=No Action. The default is "NONE").

Figure 3.2-2

Task Scheduler: Set the opening and closing time of socket. As shown in figure 3.2-2

a. Type: Set working cycle of socket. It be select year, month, day and week.

b. Time: Select the work time of socket.

c. Action: Select the “ON” or “OFF” of socket working.

d. cel: If delete the scheduler plan, click button “ cel”
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Temperature monitor: According to the environmental temperature controlled outlet action "ON", "OFF" or

"NONE". The default is “NONE”.

Humidity monitor: According to the environmental humidity controlled outlet action "ON", "OFF" or

"NONE". The default is “NONE”.

Ultralimit Notice: Setting Alarm message when current overloading limit, it be sent to customer via

email&text message. And also set the Output Switch Value control open the back-end equipment or

alarm.

a. Email Notifications: Set Alarm email address. When the current abnormal situation, it will automatically

send alarm information to the e-mail address.

b. Text Notifications: Set mobile phone number. When the current abnormal situation, it will automatically

send alarm information to the phone number.

c. SI-5 Action: Set SI-5 interface "Action" or "No Action". If SI-5 sets “Action”, SI-5 will be ”Action”

when the current abnormal situation.

d. SI-6 Action: Set SI-6 interface "Action" or "No Action". If SI-6 sets “Action”, SI-6 will be ”Action”

when the current abnormal situation.

Parameters Copy: Quickly set the parameters of each outlet. Copy all or part of the target parameters to other

power outlet. As shown in figure 3.2-3.

Figure 3.2-3

3.3. Sensor Setup：Click on “Sensor State” item of submenu into interface. Figure 3.3

a. SI-1 Interface: Temperature and Humidity sensor. In the software surface, SI-1.1 displays the current

Temperature, Alarm Upper Limit, and Alarm Lower Limit. SI-1.2 displays the current Humidity,

Alarm Upper Limit, and Alarm Lower Limit.

b. SI-2 Interface: This is a double way Switch Input interface. In the software surface, SI-2.1 displays

Switch Input01, Sensor Status, and Alarm Setting. SI-2.2 displays Switch Input02, Sensor Status, and
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Alarm Setting.

c.

d.

e.

SI-3 Interface: Sensor Interface 01. It is used to connect the Smoke Sensor, Water Sensor, and other

Switching types of sensors.

SI-4 Interface: Sensor Interface 02. It is used to connect the Smoke Sensor, Water Sensor, and other

Switching types of sensors.

SI-5 Interface: Switch Output 01. It is used to output switch, trigger control (CAUTION: This

interface not be directly used for power supply to trigger the device, otherwise it may damage

PDU).

f. SI-6 Interface: Switch Output 02. It is used to output switch, trigger control (CAUTION: This

interface not be directly used for power supply to trigger the device, otherwise it may damage

PDU).

3.3

Temperature and Humidity Sensor Options: Click “Options” to set Temperature Upper Limit& Lower

Limit, Humidity Upper Limit& Lower Limit, Email Notification, SMS Notification, SI-5 trigger action and SI-6.

SWITCH INPUT 01/ SWITCH INPUT 02 Options: Click “Options” to set Socket Name, Disconnect

Alarm, Email Notification, SMS Notification, SI-5 trigger action and SI-6.

Sensor Interface 01/ Sensor Interface 02 Options: Click “Options” to set Sensor Name, Disconnect Alarm,

Email Notification, SMS Notification, SI-5 trigger action and SI-6.

SWITCH OUTPUT 01/ SWITCH OUTPUT 02 Options: Click “Options” to set Name of the back-end

equipment.
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3.4. Electric Energy Measurement Setup: Click on “Electric Energy” item of submenu. Figure 3.4

Separate Electric Energy：View each Electric Energy of output units, Click the “Clear” button will initialize the

energy value of the output unit and restarted energy calculation.

Figure 3.4

4. Power Monitoring Description

4.1. Device Setting: Click on "Device Setting" in the main menu, then click on "Device Setting" item in the

submenu. As shown in figure 4.1

a.

b.

Device Name: Select Host or Slave device. Click on “Save” button after modify device name.

Work Mode: Use dropdown menu to modify Master or Salve status of cascade device, then “Save” it.
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Figure 4.1

4.2. Network Configuration：Click on "Device Setting" in the main menu, then click on "Network

Configuration" item in the submenu. As shown in figure 4.2

4.2.1 Selection Mode：Select “Manual Setup” mode, fill in the information below, DHCP mode and

WIFI mode.

a. Manual Setup, for example:

IP Address：192.168.1.192 (Equipment Factory IP address)

Subnet mask：255.255.255.0

Gateway：192.168.1.1

DNS Address：The default is 202.96.128.86；Please fill in the correct DNS address in order to

ensure that the message sent properly.

Note: Configuration takes effect after reboot system.

b. DHCP:

“Selection Mode” select “Auto Retrieve” mode, Click the "Save" button, then reboot the

system, it will automatically obtain an IP address from the LAN device where the router

settings, and view IP address through the device LCD screen.

Note: Configuration takes effect after reboot system.

c. Wifi Mode:

Insert the USB wireless adapter (based on RT5350 chip technology)
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4.2.2 WIFI Mode: Enter WIFI Account& Password in SSID. Note: Configuration takes effect after

reboot system.

Figure 4.2

4.3. SNMP Configuration：Click on "Device Setting" in the main menu, then click on "SNMP

Configuration" item in the submenu. As shown in figure 4.3

Figure 4.3
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a.

b.

SNMP v1& v2c Configuration: It needs to set “Get Community”, “Set Community”. The default is

“Public” and “Private”. Modified according to the actual use. Set Trap target: Enter the IP of SNMP

Management Platform in address field of “Trap IP”, Trap messages are automatically sent to that

address, it provides 2 IP address for use. SNMP Server records server location information.

SNMP v3 Configuration: Use “Disabled” and “Enable” to select the Access Methods of SNMP. Note:

Configuration takes effect after reboot system.

4.4. SMTP Configuration: Click on "Device Setting" in the main menu, then click on "SMTP

Configuration" item in the submenu. As shown in figure 4.4

a.

b.

Fill SMTP account, password, SMTP server address, communication port and authentication, click

the "Apply" button to be. Note: Configuration takes effect after reboot system.

Through the “SMTP test” function test SMTP configuration whether successful.

Figure 4.4

4.5. NTP Configuration: Click on "Device Setting" in the main menu, then click on "NTP Configuration"

item in the submenu. As shown in figure 4.5

a.

b.

Use “Enable” or “Disable” to enable or disable the NTP service. Note: Configuration takes effect

after reboot system.

User-defined Settings: Current Time display the time of device, Logging time also acquired.

Select NTP settings "Disable" option and apply. Once the user to customize the system time and date,

the time of device system will be based on user-defined time to update. Note: The user-defined

settings must be set to disable NTP, otherwise user-defined time not be saved.
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Figure 4.5

4.6. Authentication Configuration: Click on "Device Setting" in the main menu, then click on

"Authentication Configuration" item in the submenu. As shown in figure 4.6

a. HTTP Configuration: Use “SSL Disabled” and “SSL Enable” to select HTTP service. If SSL enable,

the default Server Port is 80, SSL Server port is 443. Note: Configuration takes effect after reboot

system.

b. RADIUS Configuration: It include “Basic Authentication” and “Basic&Radius Authentication”. If

Basic& Radius Authentication enable, devices from a remote radius server to authenticate the user

account. Note: Configuration takes effect after reboot system.
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Figure 4.6

4.7. TELNET Configuration: Click on "Device Setting" in the main menu, then click on "Authentication

Configuration" item in the submenu. As shown in figure 4.7

Figure 4.7

4.8. IP Filter: Adding Access Allowed and Block IP segment. As shown in figure 4.8
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Figure 4.8

5. User Setting: Click the “User Setting” in the main menu. As shown in figure 5.1.

The function include “New User”, “Edit User” and “Delete User”.

Figure 5.1

6. Graphic Statistics: Click the “Graphic Statistics” in the main menu. As shown in figure 6.1.

Graphic Statistics contains 3 Sub interfaces. They are the total Input Voltage, the total Input Current, the

Output Current interfaces.
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Once select target device, the system will display in a chart for the last two hours of electricity usage.

Click Export Data, the system will export in Excel for the last two hours of electricity usage.

Figure 6.1

7. User Setting: Click the “Energy Statistics” in the main menu. As shown in figure 7.1.

Customer could select the “Start Date”, “Valid Date” and “Select Device”, Device will display the records

of the starting Electric Energy and ending Electric Energy according to the selected time period. And

calculate of Electric Energy consumption during the period.
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Figure 7.1

8. LOG Information: Click the “LOG” in the main menu. As shown in figure 8.1.

Figure 8.1

9. System Setting: Click the “System” in the main menu. As shown in figure 9.1.

a.

b.

System information: Display the Hardware and Software information.

System Upgrade: Click “Select File” to select the Upgrade File to complete upgrade. The system will

reboot after 45S second.

c.

d.

System Operation: Reboot Device, Factory Reset.

System Setting: Logout Time, Time Format.
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Figure 9.1
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VIII. Communication Protocol

1. Access to SNMP

SNMP (Simple Network Management Protocol), the software supports SNMP V1, V2c, and V3 version.

Annex provides a MIB file. The MIB file contains a corporate enterprise. Network Management System through

SNMP to management of equipment on network which view the device and sensor status information and

alarm receiving information.

After you complete the SNMP settings and open, you will need to install the SNMP management software.

SNMP protocol management device information corresponding OID, Please refer to the following table: (Note: The

following first host be Master also be a Slave, others is Slave)

OID Explanation
Device ID
Name

1.3.6.1.4.1.42578.X The Xth device
1.3.6.1.4.1. 42578.X.1.1
1.3.6.1.4.1. 42578.X.1.2
1.3.6.1.4.1. 42578.X.1.3
1.3.6.1.4.1. 42578.X.1.4
1.3.6.1.4.1. 42578.X.2.1
1.3.6.1.4.1. 42578.X.2.2
1.3.6.1.4.1. 42578.X.2.3
1.3.6.1.4.1. 42578.X.2.4
1.3.6.1.4.1. 42578.X.2.5
1.3.6.1.4.1. 42578.X.2.6
1.3.6.1.4.1. 42578.X.2.7
1.3.6.1.4.1. 42578.X.2.8
1.3.6.1.4.1. 42578.X.2.9
1.3.6.1.4.1. 42578.X.2.10
1.3.6.1.4.1. 42578.X.2.11
1.3.6.1.4.1. 42578.X.2.12
1.3.6.1.4.1. 42578.X.2.13
1.3.6.1.4.1. 42578.X.2.14
1.3.6.1.4.1. 42578.X.2.15
1.3.6.1.4.1.42578.X.3.Y
1.3.6.1.4.1.42578.X.4.Y
1.3.6.1.4.1.42578.X.5.Y
1.3.6.1.4.1.42578.X.6.Y

The name of Xth device
Qty of Socket
Temperature
Humidity

L1
Input total Current L2
L1，L2，L3 L3

L1
Input total Voltage L2
L1，L2，L3 L3

L1
L2

Power Factor

Power

L3
L1
L2
L3
L1
L2

Electrical Energy L3
Name of Socket Y represents socket (1-24way)

Y represents socket (1-24way)
Y represents socket (1-24way)
Y represents socket (1-24way)

Current of Socket
Electrical Energy of Socket
ON/OFF switch of Socket

2. Telnet command line console access

User remote monitoring and control equipment status via Telnet command line console.

Device cascade connection：The device supports cascade (connection methods are detailed hardware
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instruction), Users to manage and monitor multiple devices which supports up to 5 devices management.

Before using configure the Telnet feature in a Web page, as shown in figure: 8.2.1

Figure: 8.2.1

2.1. From PC computer “Windows Star”-> “Run”-> In the "Run menu" input field "Telnet" command, Click

"OK" button，open “Telnet” client

Enter the IP address of the device, fill in the correct account and password. As shown in figure 8.2.2-4：

Figure 8.2.2
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Enter the correct account and password, enter the following interface by verifying Figure 8.2.3:

Figure 8.2.3

Figure 8.2.4

2.2 “INPUT” Command

View the input unit information and Equipment information.

Enter to view the information：Total Current, Voltage, Power Factor, Power, Electrical Energy. Command
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line input format：INPUT【index】

【index】：Working mode of the device (0 represent the host, 1 represent the slave). Figure: 8.2.5

Figure: 8.2.5

2.3 “OUTPUT” Command

View the output unit information and Equipment information.

Enter to view the information: Actual Current, Max Current, Min Current, Electrical Energy and Switch

Status.

Command line input format：OUTPUT【index】As Figure: 8.2.6, “Slave” represents the cascade device

number, Number 0 represent the host, Number 1 represent the slave.

【index】：Working mode of the device (0 represent the host, 1 represent the slave). Figure: 8.2.6
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Figure: 8.2.6

2.4 “SENSOR” Command

View the Temperature and Humidity sensor information.

Enter to view the information: Actual Temperature and Humidity, Maximum and Minimum values of

Temperature and Humidity.

Command line input format：OUTPUT【index】As Figure: 8.2.7, “Slave” represents the cascade device

number, Number 0 represent the host, Number 1 represent the slave.
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Figure: 8.2.7

2.5“SWITCH” Command

View the Switch Status information.

Enter to view the information: Actual Temperature and Humidity, Maximum and Minimum values of

Temperature and Humidity.

Command line input format：SWITCH【index】As Figure: 8.2.7, “Slave” represents the cascade device

number, Number 0 represent the host, Number 1 represent the slave.

For example：“switch 0 1 1” means open the first outlet of Master device.
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Figure: 8.2.7

2.6“THRESHOLD” Command

Set the total Voltage, Current, Temperature and Humidity threshold.

Command line input format：THRESHOLD【index】As Figure: 8.2.8. “Slave” represents the cascade

device number, Number 0 represent the host, Number 1 represent the slave. Type: TVL1 represents the

Total Voltage, TCL1 represents the Total Current, C1 represents outlet (C1 is first outlet), TEMP

represents Temperature, and HUM represents Humidity. Attention: TYPE needs required capital letters.

Min: Minimum threshold setting (Attention: Please set the value to expand 10 times)

Max: Maximum threshold setting (Attention: Please set the value to expand 10 times)

For example：”threshold 0 C1 0 320” means the minimum threshold sets 0A and maximum threshold sets

32A of the first outlet of Master Device.
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Figure: 8.2.8

2.7 “REBOOT” Command

Reboot the device command.

Command line input format：REBOOT【index】As Figure: 8.2.9

Figure: 8.2.9
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3. -INP Modbus-RTU communication protocol

3.1 Communication Format

RS485

Baud Rate: 115200

Data Bits: 8

Stop Bit: 1

Calibration: NOPARITY.

3.2 Data read ( total length 32 )

Address
(1BYTE)
(1-9)

Operate
(1BYTE)
0X03

High order Low order NULL BIT CRC High order CRC Low order
(1BYTE)
0X00

(1BYTE)
0x1E

(26BYTE)
0x00

(1BYTE) (1BYTE)
0xXX0xXX

3.3 Data returns(The total length of 144)

Byte sequence Content Remarks

(1-9)0 address

2-4 Socket status Total 3 byte, 24bit, Each bit represents a
Socket status.
0x001 indicates the first outlet opened, the
remaining closed.
0x003 indicates the first and second outlet
opened, the remaining closed.

5-6 Outlet current1

Outlet current2

...

High order first, expand 10 times.

7-8 High order first, expand 10 times.

... ...

53-54

55-56

...

Outlet power1 High order first, expand 10 times.

High order first, expand 10 times.

...

Outlet power2

...

101 Temperature

102 Humidity

103-106

107-108

109-110

111-112

113-114

115-116

117-118

119-120

Input Electric Relay status

Input Total Current L1

Input Total Current L2

Input Total Current L3

Input Total Voltage L1

Input Total Voltage L2

Input Total Voltage L3

High order first, expand 10 times.

High order first, expand 10 times.

High order first, expand 10 times.

Input Total Electrical Energy L1 High order first, expand 10 times.
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121-122

123-124

125

Input Total Electrical Energy L2 High order first, expand 10 times.

Input Total Electrical Energy L3 High order first, expand 10 times.

Power Factor L1

Power Factor L2

Power Factor L3

Frequency L1

High order first, expand 100 times.

High order first, expand 100 times.

High order first, expand 100 times.

High order first, expand 10 times.

High order first, expand 10 times.

High order first, expand 10 times.

1 represents Single Phase, 3 represents 3 Phase

1 represents online

126

127

128-129

130-131

132-133

134

Frequency L2

Frequency L3

Device Phase

135 Device Online or not

CRC high order

CRC low order

142

143

3.4 Socket switches ( total length 32 )

Address
(1BYTE)
(0-8)

operation
(1BYTE)
0X04

NULL BIT Socket numbers Action NULL BIT
(1BYTE)
0x00

(1BYTE)
0X00

(1BYTE)
0x01

(1BYTE)
0x01

(0x00 is first, (0x01 is close,
0x02 is open)0x01

0x18
all)

is second,
represents

CRC high order
(1BYTE)

CRC low
order
(1BYTE)
0xXX0xXX
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IX. FAQ

1. Forget the device IP address?

Solution:

Page view, the device IP address will be shown on the display.

2. Mail failed?

Solution:

2.1、 Please check and make sure the device is connected to the network, and the network be used

normally.

2.2、Please check DNS settings are correct.

2.3、Please check and make sure to fill in the correct SMTP server, it should be consistent with the sender's

mail server, SMTP port correctly.

2.4、Make sure the recipient's permission settings are correct.

3. Device IP lost

Solution:

Reboot the device, please press the UP and DOWN keys at same time until 6 seconds. And release the button after
the device beeps. The device is restarted.
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X. FAQ Safety Precautions

1. Please strictly follow the warnings and instructions on the machine operating in this manual and retain this
manual.
2. Please follow the rated current indicated by a sticker on the device information to set the maximum current
allowed circuit protection.
3. This device should only be connected to a grounded outlet or a grounded system.
4. Please make sure the total current output of all connected systems not exceed the rated current of the device
shown.
5. Dangerous if battery is incorrectly replaced type of explosion, please dispose of used batteries in accordance with
the relevant regulations.
6. If the power supply is unstable, the measurement results of this device may not be accurate
7. Do not use device near water or moisture. To avoid the risk of fire or electric shock, do not expose this unit to
rain or moisture.
8. Only use a dry cloth to wipe the body.
9. Do not repair the device yourself. Open the cabinet may expose you to dangerous voltage or other danger. Please
consult the relevant information to the dealer.
10. Please avoid objects or liquids enter the device. If touch dangerous voltages or cause a short circuit may cause
fire or electric shock.
11. Please refer to the relevant safety equipment enclosure Symbols.

Thanks for using INP PDU products.
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